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Certificate of Compliance
Certificate: 2268629 Master Contract: 190906

Project: 80045981  Date Issued: 2021-02-05

Issued To: DAB Pumps S.p.A.
14 Via Marco Polo
Mestrino, Padova, 35035
Italy

               Attention: Michela Sambin

The products listed below are eligible to bear the CSA Mark shown with
adjacent indicators 'C' and 'US' for Canada and US or with adjacent

indicator 'US' for US only or without either indicator for Canada only.

Issued by: Muhunthan Vivekananthan
Muhunthan Vivekananthan

PRODUCTS
CLASS - C385101 - LIQUID PUMPS
CLASS - C385181 - LIQUID PUMPS Certified to US Standards

Submersible Multistage Utility pumps, DAB Brand; single phase, grounded, cord connected, Insulation Class F,
thermally protected rated as follows;

Model
Rated Current (A)

1 Ph., 115 V, 60 Hz 1 Ph., 230 V, 60 Hz

Divertron 1000 8.5 N/A

Divertron 1200, Divertron X1200 and D-ESUB 1200 10.0 N/A

BHP 750 8.5 4.0

BHP 1000 11.5 5.5

D-ESUB 1000 7.9 N/A

D-ESUB 1200 9.3 N/A
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Utility Pumps, DAB Brand; outdoor, enclosure type 3, water cooled, single phase, grounded, cord connected,
Insulation Class F, thermally protected; rated 1 phase, 115 V, 60 Hz. The rated current varies between models as
follows;

Model Rated Current (A)

EBS 800 and   BOOSTER SILENT 3 M 8.0

EBS 1000 and BOOSTER SILENT 4 M 9.5

EBS 1250 and BOOSTER SILENT 5 M 10.5

Submersible Multistage Utility pumps, Grundfos Brand; single phase, grounded, cord connected, Insulation
Class F, thermally protected, rated 1 phase, 115 V, 60 Hz. The rated current varies between models as follows;

Model Rated Current (A)

SBA 3-35 M, SBA 3-35 MW, SBA 3-35 A and SBA 3-35 AW 8.5

SBA 3-45 M, SBA 3-45 MW, SBA 3-45 A and SBA 3-45 AW 10.0

APPLICABLE REQUIREMENTS

CAN/CSA C22.2 No. 108-14 - Liquid Pumps

UL 778- 6th Ed. (with revisions through and including August 11, 2020) - Motor Operated Water Pumps
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Supplement to Certificate of Compliance

Certificate: 2268629 Master Contract: 190906

The products listed, including the latest revision described below,
are eligible to be marked in accordance with the referenced Certificate.

Product Certification History

Project Date Description

80045981 2021-02-05 Add 230 V, BHP series models

80004746 2019-05-22 Update D-ESUB model ratings

000070206160 2018-11-29 Update of control board assembly of pump models Divertron, SBA and
EBS series with component revisions.

000070196211 2018-08-24 Add alternate float switches

000070180495 2018-05-31 Add alternate material for  Motor cover

000070161443 2018-03-13 Addition of Models D-ESUB 1000 and D-ESUB 1200 to Certificate
2268629

000070154051 2017-09-15 Add alternate material for Pressure switch base

000070131608 2017-04-10 Add “BOOSTER SILENT” series pumps to certification.

0002739719 2014-06-24 Alternate material  for Pump Cover and impeller

0002643991 2013-07-12 Alternate impeller material

0002563330 2012-10-18 Addition of models SBA 3-35 A, SBA 3-35 AW, SBA 3-45 A, and SBA 3-
45 AW.

0002516991 2012-06-05 Addition of submersible pump models SBA 3-35 M, SBA 3-35 MW, SBA
3-45 M, and SBA 3-45 MW.  The report was updated to the requirements of
CAN/CSA-C22.2 No. 108-01 (reaffirmed 2006) and ANSI/UL Std. No 778-
2010 (Fifth Edition).

0002447704 2011-08-11 Addition of UL recognized insulation system DV-155J TAB IX.


